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Passive Video Balun Power Guarantée 12V DC;‘

ut “Long Cable Run” that causes “Power Drop.”
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Each camera’s power is assured to have 12V DC up to 300m/1000ft. No need to worry al

' Note: It is guaranteed to supply 300mA or 500mA
B for each camera within 1000ft / 300m.

STAN DARD SERI ES Step Down Power Stabilizer to 12V DC
12v DC
300mA,/ - 216V DC « 18V DC « 22V DC + VBP24DC-16
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. VBP24120C | ol
1-CH Video Balun & 180~300m / 600~1000ft f
Power Receiver ' ¢ A
% 118V DC + 24V DC .
16 Channel Video &
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VBP2412DC UTP - CATSe J
Under 180m / 600ft Power Server

RJ45 VBP2412DC 1 CH Video & 24V DC Power _—
A-13-12V : ! Power Server Adaptor CUULOOOL OO OO0 |
. Although the power guarantee device transmits X
Also Available for 50cm Lead 24V DC, the Passive Balun with Power Stabilizer + Available for: VBP24DC-16
VBP2412DC-50 steps down the voltage at 12V DC when 1-CH. 5-CH. 9-CH & 16-CH A-16
A-13-12V-50 supplying power to the camera. ’ ’

. Note: It is guaranteed to supply 2096mA
HIGH POWER SERIES for each camera within 1000ft / 300m.

Special Design for IR Cameras

1-CH Video Balun &
Power Receiver ¢

16 Channel Video & Power Server

A = Input 100~240V AC
B = Output 36V DC
C =Input 12V DC

RJ45  VBP2412DC
A-13-12V

Al Available for 50 Lead i :
VB‘SI(3)241v;lIDg—53 or >oem Lea Although the power guarantee device transmits 36V DC, the Passive Balun with Power Available for VBP36DC-16HA
A13-12V-50 Stabilizer steps down the voltage at 12V DC when supplying power to the camera. 1-CH, 4-CH, 8-CH & 16-CH A-16H-16CH
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How can UTP Balun support you
In the marketing field?

- Forming Partners

We intend to have one partner in each
country to act as an exclusive agent.

We can start from Distributor or OEM
business. After you know more about us,

Your Stickers  you may want to become partners with us.
with Your
Product Code

A SecuTech Expo 2011 in Taipei, Taiwan
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Your
Logo

- Manual, Sticker & Diagram Designs
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Manual
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Knowledge Base &
Application Notebook
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B Channel Active Video —

Balun Receiver
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Note: We will need your help to translate the English
manual to your language.

‘ ” Help you help UTP Balun & we can grow together!
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Full Product Line

How to Navigate Our Web Site

Visit UTP Balun’s Website for

= UTF ¥ides Babun, CCTY Babun  Audio Halun & Yideo Converier | UTP Balun - Windews Internet Explorer

RI.C. - Product Item Code

Product Line

More Info

Manual

Product Pictures
- With Logo
- Without Logo

Packing Info
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Company Profile

Video Balun

PC Balun

Converter/Video Distributor
Audio Balun/Microphone
Power Supply/Converter
Surge Protector
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BMNC Patch Cable & Power Cord

*Please use P.I.C. (Product Item Code) when placing an order to avoid mistakes.

Contact:
J.O. Tsung
Director of Sales Dept.

Website: www.utpbalun.com

E-mail: jo@utpbalun.com
Tel: 01-510-931-7799

Fax: 01-510-270-3600

U.S.A. Warehouse:
5500 Stewart Avenue
Fremont, CA 94538, U.S.A.

Single Eye Glasses Service Monitor

R&D Dept.
Taipei, Taiwan

Warehouse in U. S A.

Factory
Tel: (86) 755-33654966

FounderScience &Technology Park,
Baoan District, Shenzhen, China


http://www.utpbalun.com

